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SUPREME MKIII
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Neutral Heating
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Hand Crafted 
with love in 

Albury, NSW

The ultimate cooking appliance in reliability, functionality, and design. 
With wholly welded construction, the largest hotplate and ovens of any 

Australian-made cooking stove, and compatibility with hydronic heating, 
the Supreme MK III stands out in both performance and style. Available 
in a range of elegant colours and finishes, it’s a long-term investment in 

quality and reliability that will serve generations to come.

Wood-fired 
cooking 

excellence

ThermaluxPart of the Range
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We recommend contacting a qualified  
installer to fit the flue and ensure the stove 
airways are drawing correctly, and it meets 
local building regulations. 

Do not connect boiler units to an unvent-
ed Hot Water system. Do not fire boiler 
units without connecting water to boiler.

HEARTH: 
The hearth must be constructed from a 
minimum 18mm thick non-combustible 
material with a thermal conductivity of 
0.25 W/m·K. Additionally, a 25mm air gap is 
required beneath the hearth unless a 
WISELIVING base increase is installed. 

*Firebox width/depth size varies slightly between 
dry model and boiler units due to firebricks.  
10 Year Warranty applies to dry unit only. 5/8/20kW 
boiler unit Warranty is 5 years.

Unit pictured is a Stirling Supreme MKIII featuring 
Claret Red Powder-Coated doors. Colours may vary. 
Unit measurements may incur slight differences 
+/- 5mm.

  

The Supreme MK III Slow Combustion Wood Fire 
Cooking Stove delivers exceptional performance 
with its dual ovens, perfect for baking, slow-cooking, 
and meal preparation. These self-cleaning, self-
venting ovens provide consistent heat distribution 
for flawless results every time. The large hotplate 
accommodates six or more saucepans, ideal for large 
cooking tasks, while dual air controls, a flue damper, 
and dilution controls offer precise temperature 
adjustments.

For flexible installation, the unit can be manufactured 
as a ‘mirror image’ unit, with the flue on the left and 
pipe connections on the right.

In addition to cooking, the Supreme MK III offers 
outstanding hydronic heating options. It features 
water jackets in 5kW for domestic hot water, 8kW 
for both hot water and small hydronic systems, 
and a powerful 20kW in the Supreme CD version 
for larger systems. With a heat output of 20kW, the 
Supreme CD can run radiators or underfloor heating 
to efficiently heat homes up to 200m².

ABOVE STOVE:
EE (OVERHEAD)
F (FLUE SIDE)
G (F/BOX SIDE)

= 900MM
= 700MM
= 600MM

BELOW STOVE:
A (REAR)
B (OVEN SIDE)
C (F/BOX SIDE)
D (HEARTH)

= 75MM
= 100MM
= 50MM
= 300MM
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Hearth height18mm min.

INSTALLATION

SUPREME MKIII SPECIFICATIONS

Height 810mm

Width 835mm

Overall Depth 670mm

Hotplate (Length x Width) 500 x 410mm

Firebox (Depth - All bricks fitted) 430mm

Firebox (Height x Width) 320 x 260mm

Cooking Oven (Depth) 500mm

Cooking Oven (Height x Width) 360 x 350mm

Warming Oven (Depth) 500mm

Warming Oven (Height x Width) 170 x 350mm

Rear Shield to Back Flue Spigot 70mm

Flue (Right Hand Side Standard) 150mm

Stove Weight (Total) 290kg

MODEL DRY 5KW 8KW 20KW

Cooking    

DHW -   

Radiators - -  

In-slab - - - 

CLEARANCES 
TO COMBUSTIBLE 
MATERIALS

COMPATIBILITY


